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TECHNICAL SPECIFICATIONS

LOGARITHM PERIODIC ANTENNA 5 FM

The LOGARITHM PERIODIC 5 FM antenna
is designed to use in vertical or horizontal
polarization and it is noted for its high
directionality, good quality and low price.
Moreover, this light antenna with high gain
and proven inalterability is made of
aluminium and stainless steel clamps, so it
is endowed with great weather resistance.
DC grounded potential antenna.

GENERAL CHARACTERISTICS
FREQUENCY RANGE 87.5-108MHz
IMPEDANCE 50 Ohm

MAXIMUM POWER

GAIN

POLARIZATION

INPUT CONNECTOR

MAXIMUM WIND SPEED

WIND LOAD @160Km/h (FRONT)

WIND LOAD @160Km/h (LATERAL)
WEIGHT

DIMENSIONS

MOUNTING

MATERIAL

TYPICAL VSWR

HALF POWER BEAM WIDTH -3dB E-PLANE
HALF POWER BEAM WIDTH -3dB H-PLANE

800W (N connector)

2KW (DIN 7/16” connector)
6dBd

Vertical /Horizontal

N(F) or DIN 7/16”(F)
180Km/h

115N

315N

4.1Kg antenna and 1.8Kg clamp
150x172cm
4-11.5cm @ pole
Aluminium

1.2:1

+38°

+50°

* The images and/or technical specifications are subject to change without previous notice.
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